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MODEL

Capacity 1kVA/900w 2kVA/1800w 3kVA/2700w 5kVA/4500w 10kVA/9000w

Input

Phase L+N+PE

Rated Voltage 208/220/230/240Vac

Operating voltage range (90±5)VAC~ (300±5)VAC (120±5)VAC~ (274±5)VAC

Operating frequency range 50/60Hz

Power factor ≥0.99

Output

Phase L+N+PE

Output voltage 208/220/230/240Vac

Power factor 0.9

Voltage regulation ±2% ±1%

Output frequency Utility Mode: follow utility; Battery Mode:(50/60±0.1%)Hz

Crest factor 3:1

THD

Efficiency(AC) 88% 89% 89% 93%

Efficiency(Batt.) 83% 84% 85% 90%

Overload 

Battery

 Standard  unit QTY 2*7ah 4*7hah 6*7ah 16*7ah

Long unit QTY 3 6 8 16

Charge Current 6.5A/1A 5.5A/1A 5.5A/1A 4A/1A

Transfer Time Utility to Battery : 0ms; Utility to bypass: 0ms

Environment

 

Storage temperature

Humidity range

Altitude < 1000m

Noise level <45dB

Protection

Alarm overload, utility abnormal, UPS fault, battery low, etc

Protection short circuit, overload, over temperature, battery low, fan fault alarm

Communication RS232, SNMP card(optional)

Tower 
Dimension D×W×H (mm) 350*144*230 425*190*328

Net weight L/S(kg)

Package
Dimension D×W×H (mm) 485*460*330mm 560*300*450mm

Gross weight L/S(kg)

Standards EN62040-1, EN62040-2

Add: Floor 2, Building 1, EVOC Valley, No. 11 Gaoxin Avenue, Guangming District, Shenzhen, China 
Tel: 0086 17680724515      Email: carrie@iteaq-power.com     Web:www.iteaq-power.com/en/ 

TM11 1-10kVA Tower UPS
Introduction:
TM11 1-10kVA is based on online double conversion technology, which is an ideal power supply 
solution for small-capacity scenarios and can completely eliminate all kinds of grid problems. It covers 
the capacity range of 1-10KVA, tower or rack installation.
Scenarios:
Small and medium enterprises, branches of large enterprises, bank branch networks, large supermarkets, 
homes, offices and other AC power supply scenarios.
Features:
1.Wideinput voltage range
2.Online double conversion technology
3.DSPdigital control technology
4.Outputpower factor 0.9
5.Communications: RS232 /SNMP option
Benefits:
1.Wide input voltage range adapt to harsh power grid
2.Friendly man-machine interface, easy to operate
3.Intelligent battery management extend battery life

TM1101L
TM1101S

TM1102L
TM1102S

TM1103L
TM1103S

TM1106L
TM1106S

TM1110L
TM1110S

≤2% with linear load; ≤4% with non linear load 

105% ± 5% < Load ≤ 125% ± 5% 10s transfer to bypass;
Load > 125% ± 5%, 300ms transfer to bypass

105%-115% load transfers to bypass mode after 40 
second; 115-125% load transfers to bypass mode 

after 20 second

0℃～40℃

-15 ~ 45℃ ℃

20～90% (non condensing)

425x190x328(L)
533x260x560(S)

533*260*501(L)
533*260*560(S)

L: 6kg
S: 9.5kg

L: 10kg
S: 18kg

L: 11kg
S: 22kg

L: 12kg
S: 55kg

L: 12kg
S: 62kg

L: 563*305*450mm
S: 650*370*680mm

L: 680*390*635mm
S: 650*370*680mm

L: 14kg
S: 21kg

L: 12.8kg
S: 20kg

L: 13kg
S: 24kg

L: 14kg
S: 63kg

L: 23kg
S: 70kg

6KVA/10KVA            2KVA/3KVA          
1KVA
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