
TM33 Specification
Model TM33010H TM33015H TM33020H TM33030H TM33040H
Capacity 10kva/9kw 15kva/13.5kw 20kva/18kw 30kva/27kw 40kva/36Kw

INPUT

Phase 3 Phase 4 Wires and Ground
Rated Voltage 380/400/415Vac
Operating voltage 
range 138~485Vac

Operating 
frequency range 40Hz-70Hz

Power factor ≥0.99
Harmonic 
distortion (THDi) ≤3% (100% non-linear load )

Bypass voltage 
range

Max.voltage: 220Vac +25%(optional +10%,+15%,+20% ); 230Vac: +20%
(optional +10%,+15% ); 240Vac: +15%(optional +10% )
Min. voltage:-45 %( optional -10%, -20%,-30%)
Frequency protection range: ±10%

Generator input Support

OUTPUT

Phase 3 Phase 4 Wires and Ground
Output voltage 380/400/415Vac
Power factor 0.9
Voltage regulation ±1%

Output frequency Utility Mode: ±1%/±2%/±4%/±5%±10% optional; Battery Mode:
(50/60±0.1%)Hz

Crest factor 3:1
THD ≤2% with linear load; ≤4% with non linear load
Efficiency 95.5%

Overload Load≤110%, last 60min; ≤125%, last 10min; ≤150%, last 1min; >150% 
change to bypass

BATTERY
Voltage 10-40K standard unit max 40pcs 7ah or 9ah space

60K standard unit max 60 pcs 7ah or 9ah space 
Charge Current 10A MAX 10A MAX

TRANSFER TIME Utility to Battery : 0ms; Utility to bypass: 0ms

ENVIRONMENT

Operating 
temperature 0℃～40℃

Storage 
temperature -25℃～55 (no battery)℃

Humidity range 0～95% (non condensing)

Altitude < 1500m
Noise level <55dB <55dB

PROTECTION

Alarm overload, utility abnormal, UPS fault, battery low, etc
Protection short circuit, overload, over temperature, battery low, fan fault alarm
Communication USB, CAN, RS485, FE, LBS, Parallel card, Relay card, SNMP card(optional)

PHYSICAL

Dimension 
D×W×H (mm) 720*250*535 790*350*535 720*250*535

Net weight (kg) 32 33 34 35 38
STANDARD EN62040-1, EN62040-2


